USB Gaming Capture Box Installation Manual
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Chapter 1: USB Gaming Capture Box Hardware Installation
1.1 Package Contents

Unpack your USB Gaming Capture Box package and make sure that all items are intact. The following items
should be included in your package:

USB Gaming Capture Box Device

Quick start guide & Installation Manual

DVD-ROM with driver & VivaStation & CyberLink PowerDirector 8
USB BM to AM cable

1.2 System Requirements

Pentium-1V 1.6GHz or higher (recommended)

1024 MB RAM of system memory or above (recommended)
One available USB2.0 port

Graphics Card (Must support DirectX 9.0c)

Sound Card (AC97 compatible sound card)

1GB Free HD Space

DVD-ROM Drive (For software installation)

Microsoft Windows Windows 7, 8, 8.1 and 10

1.3 Hardware Installation

Please follow the steps shown below for installation of your USB Gaming Capture Box and follow the
pictorial guide below for peripheral connections.

1. Connect the YPbPr / S-VIDEO input into the USB Gaming Capture Box connector.
2. Plug USB Gaming Capture Box into the USB 2.0 port of your system.

id ad A

k-l

'DV, DVD, Game Console ===




Chapter 2: USB Gaming Capture Box Quick Installation

The USB Gaming Capture Box package comes with complete Windows software utilities. These utilities can
be found on the DVD-ROM in this package. During installation, it is highly recommended to disable any
sub-programs. These include applications such as antivirus software and system monitoring applications.

F

ound New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windows will search for cument and updated software by

looking on your computer, on the hardware installation CD, or on
Wi Web site {with your pemission).

Can Windows connect to Windows Update to search for

software?

= Yes, this time only
€ Yes, now and gvery time | connect a device
€ No, not this time

Click Mext to continue.

< Back TExt > | Cancel I

Welcome to Quick Installation for device

The Customer Inztallation will allow pou to select

the components you wish to instal
% Typical Installation

¥ Driver Ingtallation
¥ ‘ivaStation Installation

¥ Fower Directar Installation

" Custom Installation

To continue, click install button,

Install |

1.

When you finish the hardware setup, the “Found
New Hardware Wizard” window will pop up.

Please click “Cancel” and you can make use of
USB Gaming Capture Box Quick Installation for
proper installation.

The Quick Installation provides you with two
choices to install. Please choose “Typical

Installation” for complete device driver and
software installation, or choose “Custom
Installation” to set up options according to your
personal needs. Click “Install” to continue.

2.1 The Driver Installation of USB Gaming Capture Box

HiVision USB Capture Device E X|

Press "START to install HiVision USB Capture Device
BDA driver.

Cancel |

3.

Click “Start” to install the USB Gaming Capture
Box driver. Please wait, while the installation is in

process.




42 HiVision USB Capture Device

The HiVision U3B Capture Device BDA driver has heen
installed on your computer successfully.

1Link PowerDirector 8.0 ...

Welcome to the InstallShield Wizard for CyberLink PowerDirector

a——
i

End User Licenss Agiesment (*ELILA")

Do not installar use the software untl you have read and accepted ol of the icense fems.
Pemission to use the saltware is cenditional upen your agreeing ta the livense tems.
Installation or use of the saftware by you wil be deemed ta be acceptance of the icense
terms. Acceptance willbind youto the licenss teims in a legally enforceabls contract with
CyberLink Corp

* SOFTWARE LICEMSE AND LIMITED WaRRANTY
This is an agreement between vou, the end user, and CyberLink Corp. ["CyberLink"). By using

this software, you agree to become bound by the terms of this agreement.

If you agree to ahide by these conditions. please click *res”. IF YOU DO NOT AGREE TO
THE TERMS OF THIS AGREEMENT, PLEASE DO NOT USE THIS SOFTWARE AND
PROMPTLY REMOVE IT FROM YOLR COMPUTER

“ GRAMT OF LICENSE
CyberLink, &s licensor, grants to you, the licensee, a non-exclusive right to install the:

4. Now the driver has been installed successfully on
your computer and click “OK” to finish driver

installation and go to next step.

5. Choose setup language and click “OK”.

6. The Install Shield Wizard will guide you through
installation of PowerDirector application. Click

“Next” to continue.

7. Click “Yes” accept all the terms of the
proceeding License Agreement to install

PowerDirector.




Installing CyberLink PowerDirector 8.0 ...
Customer Information
Pl rrstion

MCSE Lab

Administrative Tools
SET

Games
Startup

8.

Please input user information. Click “Next” to
continue.

Please choose the destination folder where you
want to install the files. You can click “Browse”

to change the destination folder. Finally click
“Next” to go to next step.

Setup will add program icons to the Program
Folder’s list. You may type a new folder name,
or select one from the existing folders list. Click
“Next” to start installing. Please wait while
installation is in process.




CyberLink PowerDirector 8.0 ...

Setup will install...

11. Setup will proceed to install CyberLink
PowerDirector, Photo Now and VC

Redistributable Package. Click “Next”to go to
next step.

Tnstalling Gy 12. When the message as the one on the left image,

click “Finish” to end the installation.

InstallShield Wizard Complete

2.3 VivaStation Application Installation

b Setup_Viasiaiig 13. The InstallShield Wizard will guide you through

” installation of VivaStation application. Click
Welcome L,,ﬂ “Next” to continue.

Instaling

Finish "
L "/ﬂk Bring New Life Style

Welcome to the VivaStation Setup Wizard

sl This will instal VivaStation Software on your computer.
Itis recommended that you close all other applications before continuing

| > Click Next to continue, or Cancel to exit Setup.




Installing

Finish

\
“

Ny

Completing the VivaStation Setup
Wizard

Setup has finished installing VivaStation on your computer. The
application may be launched by selecting the installed icons.

Click Finish to exit Setup.

Quick Installer

Quick Installation Completed.

Device is successfully installed.

the device can waork fine.

* “Yes, | want to restart my computer now.

€ No, | will restart my computer later.

Wwe suggest wou restart your computer so that

Click Finish button to exit the Quick [nstallation.

14. When the message as the one on the left image,
click “Finish” to end the installation.

15. All the drivers and applications have been
installed successfully. Please choose “Yes, | want

to restart my computer now” to restart your
computer (Recommend) and click “Finish” to end

the installation.




Chapter 3 : FAQ

3.1 How to check if the driver has been installed successfully or not?

® Ans :Right click on “My Computer” on the desktop and choose “Properties”. Once in “Properties”
window, click on “Device Manager” in Hardware panel. Click on the plus icon of “Sound, video and
game controllers” to open the device list. You can find the USB Capture Device See Fig.1 below.

EI‘B;/ Sound, video and game controllers

----- @, audio Codecs

----- ‘B, Leqacy #udio Drivers

----- ‘B, Legacy Wideo Capture Devices

----- ‘B, Media Control Devices

----- ‘B, Soundtay Inkegrated Digikal HD Audio

|:7& USE Audio Device

----- ‘Ba 5B Capture Device
8, Video Codecs

[ iy System devices
[+]- Universal Serial Bus controllers

Fig.1
3.2 How to uninstall device driver?

Ans : Click on “Start” on the left-down desktop and choose “Setting”. Once in “Control Panel” window,

click on “Add or Remove Programs”. Click on the plus icon of “Change or Remove Programs” then
choose “HiVision Capture Device Driver” to remove the device

& Add or Remove Programs =lol %]
%" Currently installed programs: [ Show updates Sort by: IName vl

Change or
Remove 7-Zip 4.85 Size  3.13MB =
Programs ArcSoft TotalMedia 3.5 Size 155.00MB
% 15 Asmedia ASM104x USB 3.0 Host Controller Driver Size 2.12MB
ass NEUEE |(@) ESET NOD32 Antivirus 47.06MB
@ HiVision Capture Device Driver

Programs Size

=
Add/Remove

Windows
Components

To change this program or remove it from your computer, click Change/Remove. [efETNe Y- PRt

Q HiVision TV Tuner Card BDA Driver Size 0.39MB
o HiVision TV Tuner Card Utilities Size 0.39MB

-/ 2 Intel(R) Management Engine Components Size 8.86MB
Set Program
Access and 2 Intel(R) Processor Graphics Size 4.09MB

Defaults # Microsoft .NET Framework 1.1
¥ Microsoft NET Framework 2.0 Service Pack 2 Size 185.00MB

i Microsoft NET Framework 3.0 Service Pack 2 Size 179.00MB
ﬁ Microsoft NET Framework 3.5 SP1 Size 28.24MB

& Microsoft Compression Client Pack 1.0 for Windows XP
@ Microsoft User-Mode Driver Framework Feature Pack 1.0
¥ REALTEK GbE & FE Ethernet PCI-E NIC Driver Size 2.68MB

Fig.2




